














User's Manual Accessories

External Power Supply

USB external power supply can also use for the ZMER device.
*Be aware that only chargers with output-current over 2A are supported

Hand Strap Attaching
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Pass the hand strap securely Loop a knot to fasten the strap
through the handler eyelets

Tripod & Other Adapters

ZMER can be mounted on a tripod or connected to any other proper device
with standard 1/4” socket.

Remove the strap attacher before connecting other device to the handler.



User's Manual Basic setup

Powering ON

Hold the Power Button for 3 seconds then release it and the Status Indicator
will glow. ZMER is ready when the Status Indicator turns blue after about

10 seconds.

Powering OFF

Hold the Power Button for 3 seconds and the Status Indicator will flash several
times. ZMER is power off when the Status Indicator goes out.

Wireless Setup

Press the Wi-Fi On/Off Button to turn Wi-Fi enable/disable.
*Wi-Fi Indicator Lights are RED when ZMER is waiting for connections.

*Wi-Fi Indicator Lights are BLUE when ZMER is connected to remote
devices.



User's Manual Recording | Snapshot

Panoramic Video Recording

Hold the shutter button for 2 seconds, ZMER emits a beep when recording
is starting and the Status Indicator is flashing BLUE.

To stop recording, press the Shutter Button again, another beep will sound
after recording stopped.

Panoramic Snapshot

To take a panoramic snapshot, press the Shutter Button and ZMER emits
a shutter sound after shooting is complete.



User’s Manual | sp card | RESET Settings

Memory Card Usage

Before Micro SD memory card is inserted, please format your Micro SD card
as exFAT form with PC or other devices. 128GB Micro memory card can be
supported with this product at most.

*If SD card is not inserted or SD card form is not supported, after pressing
the shutter, the red indicator light will flash 3 times, indicating that shooting
fails.

Factory Reset

When failure occurs with your ZMER, please try to reset to factory setting.
Stab a pin into the reset button when power on, and keep 3 seconds after
touching the key. When the indicator light flashes, you can release the Reset
button. Press power button to restart after the shutter indicator light extinguishes,
and ZMER will automatically complete factory reset.

Notes:

1. If your ZMER is under low-battery condition, we suggest that you attempt
to reset to factory setting after charging.

2. Factory reset will only delete your device setting, not delete your photo
and video in SD card.



Product Specification

Single lensFOV 210°

Complete Horizontal360° , vertical360°
machineFOV

Size 90*60*23 (mm)

Weight of about 113g

mainframe

Storage external, maximum support up128GB
Operating Y

temperature 0-40C

o can shooting panoramic video for 2 hours
Recording time 9P

continuously
. Aluminum and ABS + PC Engineering
Shell material Plastics
MIC Dual directional MIC
Speaker 1.5W high—fidelity speakers

The type of

Charging Interface Standard Micro USB interface




Important Safety Sinstructions attention

@ Improper use or maintenance of the product may result in an accident or
personal injury. Kids and pets should stay away from gadgets for fear that
kids take out or ingest gadgets.

® ZMER must not be disassembled or refitted, for it may cause fire, electric
shock or other kinds of injuries, including personal injury. Attempting to open
the product will void the warranty.

@ The product must not get touch with water or other kinds of liquor. Please
don’t use any organic solvent or instance alcohol, neutral detergent to clean
ZMER or its accessories to avoid malfunction of the product and causing ele-
-ctric shock. The damages mentioned above are not covered within the man-
-ufacturer's warranty.

@ Do not use or store this product in the place where temperature changes
severely or exceed the specifications.

@ Do not use this product during a lightning storm or electrical storm.This
may cause a malfunction or an electric shock.

@ Please don't use ZMER rudely in the way of crushing, heating, throwing it
into the water or fire, or dismantling it. For it can cause the battery to explode
or ignite and cause a fire or personal injury.

@ Disturbances may be caused by using the product on the commercial aircraft.
According to the related laws , the power of all the wireless devices should be
turned off.

@ If the battery is on fire, please use dry chemical fire extinguisher to put it off.
Charging Precautions

@ Please use the centified charger;

@ Keep away from sources of ignition or high temperature objects when charging;
@ Please disconnect the power supply timely after charging is completed, to avoid
overcharging damage the battery life;



Environmental Substance lllu

Names and Contents of toxic and hazardous substances or elements in products
according to Chinese Electronic Information Products Pollution Control Regulation

Hazardous Substance or Element
Part Name

(Pb) (Hg) (Cd) (Cr (V1)) (PBB) (PBDE)
PCB @) O O O O @]
PCBASolder Joint @) O O O @) O
Component X O O O O O
Metal Structural @) O @] O @) O
Parts
Plastic Structural e} O O @) O o
Parts
Paper Accessories | () @) O @) O o
Power Adaptor X O (@] @) O )
Cable O (@] O ®) ) ©

This chart is organized according to the SJ/T 11364 regulations.

O :Indicates that the amount of this hazardous substance in all homogenous material of this part
is below the GB/T 26572 requirements.

X :Indicates that the amount of this hazardous substance in a certain homogenous material
of this part is beyond the GB/T 26572 requirements.

work under the conditions of the user manual.

‘10 ." This environmental protection use period applies only to products which




Packing List

ZMER (Body) X1 Adaptor X1

M=’

Instructions X1
Warranty Card X1
Handler X1 Hand Strap X1 Reset pin X1




Download APP contact Us

Scan the left two-dimensional code or

to the official website www.zeromonitor.com
to download APP

Customer service phone: 400-608-0906

(Monday to Friday 10:00-18:00)
Official website: www.zmer.cn
Official Forums: bbs.zmer.cn
Wechat: scan the left Q-code and follow us

Manufacturer: ZeroMonitor SW Technology Co.Ltd

Address: 17C6, T2, Xihuan Plaza, Xicheng District,
Beijing, 100044, P.R. China

Contact: +86010-58301960



